
















http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x80000601d0022328232801ae0000
http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x80000601d0022328232801ae0000
http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x80000601d002697a34d832640000
http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x80000601d002697a34d832640000
http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x80000601d0024650465019320000
http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x80000601d0024650465019320000



http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x800006085
http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x800006011085
http://aaa.bbb.ccc.ddd/rcp.xml?command=0x09A5&type=P_OCTET&direction=WRITE&num=1&payload=0x800006011085
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